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Removal:  
 
1) Raise the vehicle up on a hoist or rack to working height.  If you do not have access to a hoist 
or rack, raise the vehicle and support securely with jack stands. 

 
2) Separate the steel tailpipe hangers from the rubber mounts at the rear of each tailpipe.  A 
lubricant may ease removal. 
 
3) Using a hacksaw or sawsall, cut the stock tailpipes off approximately 2” behind the muffler 
case. 
 
4) Remove the stock tailpipes from the vehicle and set aside. 
  
5) Support the stock mufflers with a stand.  Separate the steel muffler hangers on the rear of 
each muffler from the rubber mounts on the vehicle.  
 
6) Remove the two nuts at the muffler to catalytic converter connection. 
 
7) Remove the stock mufflers from the vehicle. 
 
Installation: 
 
1) Position muffler #815425-417 on the right side of the car in the stock location.  Install the nuts 
at the front of the flange connection.  Connect the hanger rod on the muffler to the rubber mount on 
the vehicle. Level the hanger and tighten the front flange bolts securely. Repeat this step with left 
muffler #815425-416.  
 
2) Slip one end of the turn down exit pipes into the muffler outlets and determine where you 
would like to position them. Install a provided 2½" clamp and tighten enough to hold, but still allow for 
adjustment. 
 
3)      Adjust and align the position of the mufflers and turn downs to provide a satisfactory fit.  
Maintain at least 3/4” clearance around the new FLOWMASTER Exhaust System, the drivetrain and 
all chassis components.   
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Installation Instructions for: 
SYSTEM #817682 

1986-2004 FORD MUSTANG LX, GT & COBRA 
 4.6L & 5.0L · V8 ENGINE  

 



 
4) After the hangers are adjusted to their final position, place the provided hanger keepers on the 
two muffler hangers.  This will keep the hangers from slipping out of the rubber mounts. 
 
5) For a cleaner appearance and more secure installation, we highly recommend welding all slip-
fit connections.   
 
 
 
 
 
 
      PACKING LIST 
 
   Qty   Description   Part # 
  
   1   Muffler, Left   815425-416 
   1   Muffler, Right   815425-417 
   2   Turn Downs    16760S  
   1   Parts Kit   PK559 
    2   2 1/2” Clamp       MC250BS 
    2   7/16” Hanger Keepers   HW502   
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Installation diagram for:
SYSTEM #817682 

1986-2004 FORD MUSTANG LX, GT & COBRA  
4.6L & 5.0L · V8 ENGINE 
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